
General
All files are processed in a Mac environment.

• 	�All fonts used must be supplied or converted into
	 outlines.

•	�� All illustrations used should be supplied seperately 
as PSD- or TIFF-format in a 300 dpi quality (100% 
placed). Files with a lower resolution are not 		
suitable for print.

•	� To create the best print quality, edited pictures in 
Photoshop should be supplied in PSD with editable 
layers.

	
•	� Text, logotypes, etc. should be supplied as vector-

based files, AI, EPS or editable PDF.

•	� Please supply a colour print of the layout specifying 
the colours used and the enlargement or reduction 
factor of the print.

•	� Documents created in Word or Powerpoint are not 
suitable for print.

•	� The minimum size of Barcodes to be used on film is 
100%.

Programmes
Layout:
Adobe Indesign		 - version CS4 or lower
Adobe Illustrator 	 - version CS4 or lower
Adobe Acrobat		  - editable Hres pdf

Images:
Photoshop		  - version CS4 or lower

Files should be delivered on
•	 CD / DVD

File sending
Files can be send to our prepress department.
E-mail: dwvb@vanderwindt.com

Large files can be send by yousendit.com or
wetransfer.com.

We can also download files from your FTP-server.
In this case please supply the FTP address, 
username and password.

Material delivered in accordance with these
instructions will be processe without delay.
Failure to deliver material in accordance with these 
instructions will result in additional repro costs.
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